FACILIWORKS ESSENTIALS

MAINTENANCE LABEL PRINTERS

Create durable, laminated, QR-coded asset, PM, meter, LOTO and
part labels directly out of FaciliWorks Essentials to minimize errors
and reduce costs. Contact us today to place your order!




PRINT ONE AT A TIME OR IN BULK, ON DEMAND.

PRINTERS

Brother® PT-P900WC (desktop) and PT-P950NW (network)
wireless desktop thermal-transfer label printers are
complete solutions that include the printer, cables

and a full-length tape. These small footprint printers
produce wide, premium-quality laminated labels

at 360dpi print resolution and have a built-in,

dual-blade, automatic cutter that can

generate a strip of pre-cut labels.

AUTOMATIC LAMINATION

P-touch laminated labels are designed and tested

for use in harsh-environment applications to offer
protection from moisture, temperature extremes,
industrial chemicals, UV and abrasion. All printing is
done on the underside of a clear polyester lamination
layer as part of the printing process which saves time
and eliminates the need for manual lamination.

The result is an extremely durable label that

stands up to the toughest conditions.

Laminated Tape Structure

<«——Clear Polyester Laminate
(Protects against abrasion and spills

l—ThermaI Transfer Ink
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COMPATIBLE LABEL TAPES

DISTRIBUTED PRINTING

A special feature of these printers is that large label
print jobs can be distributed simultaneously and evenly
among multiple printers. Using this distributed printing
mode will reduce the total printing time and reduce
overall throughput. Distributed printing is available via
the USB and Ethernet (PT-P950NW) interfaces.

Place your order today!

+1(480) 922-7300 1-800-777-7020 sales@cybermetrics.com

PM-260925-0001

Task: 6 MO-HVAC
By: Walter

Done: 12/29/2025
Due: 12/29/2025

Desc: HVAC Unit #1- Park St.
PM: 6 MO-HVAC
Due: 12/29/2025

FACILIWORKS ESSENTIALS

FACILIWORKS.COM


tel:14809227300
tel:18007777020
mailto:sales%40cybermetrics.com?subject=FaciliWorks%20Essentials%20label%20printer
https://faciliworks.com
https://faciliworks.com/wp-content/uploads/FaciliWorks_Label_Tape_List.pdf

These printer specifications are provided by Brother Industries, Ltd and are not necessarily applicable to FaciliWorks software.

General

Box Contents

PT-P900C /
PT-P9O0WC

PT-P950NW

Printer, 36mm x 8m Standard Adhesive Tape (TZe261),
AC Adapter (AD9100ESA), AC Power Cord, USB Cable

PT-P900C /
PT-P900WC PT-P9SONW
Printing
Print Technology Laminated Thermal Transfer
Print Head . :
Resolution 360dpi x 360dpi

Dimensions 4.7inx 5.7in x 7.6in
(W x HxD) (118mm x 146mm x 192mm)
Weight 3.3lbs (1480g) without tape cassette,

Power Specifications

battery base and batteries

AC adapter (AD9100ESA): 24 VAC 120 V 60 Hz
Battery (Optional): Li-ion Battery (PA-BT-4000LI): 14.4 V

Print Engine Speed?

Media Type

Up to 2.3ips (60mm/sec)

HGe & TZe Tapes, HSe Heat Shrink Tube, FLe Die Cut,
TZeSL Self Laminating Label Cartridges

Printer Memory

Download: Up to 99 Templates, Databases & Images

(up to 7MB)

Media/Print Width

3.5mm to 36mm

Control panel

Operating Systems

Included Applications*

Cutter

Optional Accessories

PT-P900C:

3 LEDs with 2 keys
PT-P90OOWC:

4 L EDs with 3 keys

PT-P900C: Windows®
11, Windows 10 (32bit
and 64bit), Windows 8.1
(32bit and 64bit)
PTP9OOWC: Windows

11, Windows 10 (32bit
and 64bit), Windows

8.1 (32bit and 64hit);
Windows Server 2022,
Windows Server 2019,
Windows Server 2016,
Windows Server 2012 R2,
Windows Server 2012;
Mac macOS 10.15.x - 13;
Linux Debian and Red Hat
LPR and CUPS; Android™
version 9 or later; i0S
version 14 or later

4 |EDs with 3 keys

Windows 11, Windows
10 (32bit and 64bit),
Windows 8.1 (32bit and
64bit), Windows 8 (32bit
and 64bit), Windows

7 (32hit and 64bit),
Windows Vista (32bit and
64bit); Windows Server
2022, Windows Server
2019, Windows Server
2016, Windows Server
2012 R2, Windows Server
2012, Windows Server
2008 R2, Windows
Server 2008 (32hit and
64bit); Mac 0S X 10.9.x -
10.11.x, macOS 10.12.x
- 13; Linux Debian and
Red Hat LPR and CUPS;
Android version 9 or later;
i0S version 14 or later

Windows: P-touch Editor (with Cable Labeling Wizard),
Cable Label Tool, Transfer Manager, Printer Setting

Tool, BRAdmin Professional

Mac: P-touch Editor (available Apple App Store), Printer

Setting Tool

PT-P9OOWC/PT-P950NW only:
i0S: Pro Label Tool (available Apple App Store)
Android: Pro Label Tool (available Google Play)

Resident Fonts

Helsinki, Letter Gothic, Brussels

Resident Barcodes

Linear - Code39, Code128, ITF, UPC-A/E, EAN-8/13,
(GS1-128 (UCC/EAN-128), GS1 DataBar (RSS), Codabar,

Postnet

2D - PDF417, QR Code, Data Matrix, Maxicode, Aztec

Code
Griphics Compatible Image Formats (BMP, DIB, JPG/JPEG, TIFF,
P GIF, PNG, WMF, EMF, ICO)
Connectivity

Communications
interfaces

WLAN Security
(Except PT-P900C)

PT-P900C: USB v2.0,
RS232C Serial
PTP-900WC: USB v2.0,
RS232C Serial, Wi-Fi®
WLAN 802.11b/g/n
(Infrastructure), 802.11n
(Wireless Direct)

USB v2.0, RS232C
Serial, Wi-Fi WLAN
802.11b/g/n
(Infrastructure), 802.11b
(Ad-hoc), 802.11n
(Wireless Direct),
Ethernet 10BASE-
T/100BASE-TX

Optional: Bluetooth
Ver.2.1+EDR (Class 1)

PT-POOOWC: WEP.
WPA-PSK/WPA2-PSK/
WPA3-SAE (TKIP+AES),
WPA3-SAE (AES), EAP-
FAST (TKIP/AES), PEAP
(TKIP/AES), EAP-TTLS
(TKIP/AES), EAP-TLS
(TKIP/AES)

WEP, WPA-PSK/WPA2-
PSK, LEAP, EAP-FAST
(TKIP/AES), PEAP (TKIP/
AES), EAP-TTLS (TKIP/
AES), EAP-TLS (TKIP/AES)

Automatic Dual Blade Cutter

(Full and Easy to Peel Strip Cutting)

Battery Base, Li-ion
Rechargeable Battery

Battery Base, Li-ion
Rechargeable Battery,
Bluetooth Module, Touch
Panel and Display Unit

LAN IPv4 Protocols
(Except PT-P900C)

LAN IPv6 Protocols
(Except PT-P900C)

ARP, RARP, BOOTP, DHCP, APIPA (Auto IP), mDNS,
WINS, Net BIOS name Resolution, DNS Resolver,

LPR/LPD, Custom Raw Port/Port9100, FTP Server,
TFTP client and server, SNTP client, ICMP, LLMNR

responder, SNMPv1/v2c

NDP, RA, DNS Resolver, LPR/LPD, mDNS, Custom Raw
Port/Port9100, FTP Server, SNMPv1, TFTP client and
server, ICMP, LLMNR responder, SNMPv1/v2c

Operating temperature
/ humidity

50° F to 95° F (10° C to 35° C), 20% to 80% non-

condensing

Warranty

Energy Star Qualified
(Except PT-P900C)

2-year Limited Warranty (includes printhead and cutter)

Yes

and operating system.
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*Free download and wireless connection required. Compatibility may vary by device

Brother is a trademark or registered trademark of Brother Industries, Ltd, in the United States. All other trademarks and registered trademarks are the properties of their respective companies.
© 2023 Brother Mobile Solutions, Inc. 11030 Circle Point Road, Suite 100, Westminster, CO 80020



